
NITELED RANGE

JC39416
Wall Cresent 

Light source:
Total Circuit Wattage:

Colour Temp:
Ra:

Lumens:
Body Material:

Diffusser material:

LED 
8.5W
4000K
80
300
Die cast aluminium
Polycarbonate

Warnings and cautions
•	 Please read these instructions before installation and retain for future reference
•	 To avoid electric shock, serious injury or property damage, isolate power before installing, removing or servicing the product
•	 It is recommended that luminaires are installed by a qualified electrician and the installation complies with the local current wiring regulations
•	 Any broken or damaged parts should be replaced as soon as possible. JCC will not accept responsibility for claims arising from sub-standard installations
•	 It is recommended that the ambient room temperature should not exceed 30°C
•	 These products are designed for connection to a mains supply of 240V~ 50Hz
•	 The light source of this luminaire is not replaceable: when the light source reaches the end its life the whole of the luminaire must be replaced
•	 This luminaire is suitable for outdoor use
•	 It may be necessary to upgrade your MCBs to allow for increased inrush current 
•	 Do not carry out insulation tests with the product connected to the circuit

Installation 

1.	 Select a suitable location to install this luminaire.
2.	 Remove the backplate by loosening the screws from either side.
3.	 Use the backplate as a template or the measurements in the diagram below to mark the position of the mounting holes.
4.	 Drill the mounting holes.
5.	 Insert wall plugs into the mounting holes.
6.	 Prepare and terminate the input power supply cable to the fitting as per Fig.1.
7.	 Check to ensure that the seal is correctly positioned and then re-attach the body of the luminaire to the backplate. Note: tighten the screws evenly as this will make the seal 

operate most effectively.
8.	 Turn on mains supply and test luminaire.

General Maintenance Requirements

JCC Lighting Products would recommend that the following maintenance is performed in order to prolong the life of this product:
During installation, and then bi-annually, grease or lubricate removable fixings, thus ensuring future maintenance is trouble free.
Clean Luminaire with warm water to remove any surface deposits. Do not use abrasive cleaners.
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Fig.2. 240V~ 50Hz Class I
Live = Brown

Yellow/green

 Neutral = Blue

Live = Brown

Yellow/green

Neutral = Blue

13
0

11
8

248

company
a

BS EN ISO9001 - 2015
Registered Firm Certificate No. GB 1552

Drg No. JC39416-IS   Issue: H - 21.02.19 -RS

RoHS
Compliant IP54

Profile & Dimensions

jcc.co.uk All dimensions in millimetres


